
   

 

 
 

 

 

 

 

 

 
 
 

 

INSTALLATION MANUAL
 Forthe mostcurrentreleaseofthismanual,

please visit our website at cogan.com 

V.2015.1 

MANUEL D’INSTALLATION
Pour la version la plus récente de ce manuel,
veuillez visiter notre site web à cogan.com

V.2014.1 DÉTAILS D’INSTALLATION DES CHARNIÈRES À RESSORT
Suivre ces instructions pour l’installation de vos charnières à
ressort. Une fois votre porte battante et les charnières fixées au
poteau de la cloison, vous pouvez fixer le ressort en place.

Percer des trous dans le poteau et le cadre de
porte pour boulonner le ressort tel
qu’illustré. Serrer les boulons du ressort pour
assurer que la porte se ferme correctement.

Si utilisé avec une barre anti-

panique, lorsque fermée, la porte

se verrouille automatiquement.

Si utilisé avec d’autres serrures,

vous devez la verrouiller

manuellement.

Ø 1/4" × 3"
boulon à

carrosserie

  

  

  

  

  

  

  

 

 

 

  

 

Ø 1/4" x 3/4"
 boulon de
carrosserie

Safegarde Partition
Rack guard 

® 

- All panels are made of framed 2” x 2” x 10GA welded wire mesh. 

- Two types of mounting brackets are available to accommodate both 
roll-formed and structural rack uprights. Flush mount, 6”, 8” and 12” 
offset bracket available. 

- Easy installation, all panels are pre-punched to be bolted to racking 
uprights using the mounting bracket. 

 Safegarde Partition
Gate Bi-parting sliding
gate 

® 

- Equipped with a padlock hasp and a cane bolt.

- Fully-suspended design using a galvanized upper track bolted to 
the partition posts. 
- Floor guide to be anchored to the concrete slab. 

Partitions

Floor to ceiling partition – up to 48’ high 
- Floor to ceiling 2”x 2” post with welded 6”x 6” base plate for up 
to 24’ high partition. 
- Floor to ceiling 2”x 4” post with welded 6”x 8” base plate for up 
to 25’ to 35’ high partition. 
- Floor to ceiling 2”x 6” post with welded 6”x 10” base plate for up 
to 36’ to 48’ high partition. 
- Panel that are available: framed 2” x 2” welded wire mesh. 
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 Pre-Engineered Floor Decking System
Steel Decking and Resin 

- Step by step installation of corrugated steel decking and resin.

- Refer to installation drawings for orientation of flooring 

Open Bar Grating 

- Step by step installation of open bar grating.

- Refer to installation drawings for orientation of flooring 

Diamond Planking 

- Step by step installation of diamond planking.

- Refer to installation drawings for orientation of flooring 

 Pre-Engineered Floor Decking System
Concrete 

- Step by step installation of concrete overlay.

- Refer to installation drawings for orientation of flooring 

 

-Br aces are designed to trans fer the horizontal loads to the base. The 
effectiveness of the braces is increased as the unbraced height is 
decreased. 

 

 

-Easy to install welded steel tube protectors. 

-Base plates are anchored to the concrete slab. 
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