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 Safegarde Partition
Gate Bi-parting sliding
gate 

® 

- Equipped with a padlock hasp and a cane bolt.

- Fully-suspended design using a galvanized upper track bolted to 
the partition posts. 
- Floor guide to be anchored to the concrete slab. 

Partitions

Floor to ceiling partition – up to 48’ high 
- Floor to ceiling 2”x 2” post with welded 6”x 6” base plate for up 
to 24’ high partition. 
- Floor to ceiling 2”x 4” post with welded 6”x 8” base plate for up 
to 25’ to 35’ high partition. 
- Floor to ceiling 2”x 6” post with welded 6”x 10” base plate for up 
to 36’ to 48’ high partition. 
- Panel that are available: framed 2” x 2” welded wire mesh. 
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 Pre-Engineered Floor Decking System
Steel Decking and Resin 

- Step by step installation of corrugated steel decking and resin.

- Refer to installation drawings for orientation of flooring 

Open Bar Grating 

- Step by step installation of open bar grating.

- Refer to installation drawings for orientation of flooring 

Diamond Planking 

- Step by step installation of diamond planking.

- Refer to installation drawings for orientation of flooring 

 Pre-Engineered Floor Decking System
Concrete 

- Step by step installation of concrete overlay.

- Refer to installation drawings for orientation of flooring 

 

-Br aces are designed to trans fer the horizontal loads to the base. The 
effectiveness of the braces is increased as the unbraced height is 
decreased. 

 

 

-Easy to install welded steel tube protectors. 

-Base plates are anchored to the concrete slab. 

12", 24", 36", 42", 48", 60", 96", 120" et 240" longueurs standards.
Installation facile par ancrage au plancher de béton.
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Le guide d’angle au sol est fabriqué à partir d’une cornière en acier

structural de 3" x 5" x 1/4" poinçonnée avec des trous de 3/4" pour les

ancrages au sol. Les ancrages sont vendus séparément comme

accessoire, se référer aux dessins pour déterminer la quantité requise.
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Motif de perçage illustré ci-dessus basé sur la longueur du guide d’angle au sol

Ancrer simplement les protections de rayonnage au sol. Cogan
recommande de toujours installer sur une surface en béton.

Pour installer les ancrages à expansion, percer un trou avec le même
diamètre nominal et au moins aussi profond que la longueur de
l’ancrage. Nettoyer les trous à l’aide d’une poire soufflante. Enfoncer le
boulon et serrer au couple recommandé. Utiliser ces ancrages
uniquement dans le béton.

Rayonnages sécuritaires
Guide d’angle au solSous-produit

Une tradition de qualité
depuis 1901

Ø 5/8" x 4 1/2"
 ancrages à boulon

d’expansion
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	ancrages à boulon d’expansion

